Fittings requirement for CMS EE End Cap Cooling Services

CMS EE End Cap Cooling - description

The Electro-Magnetic Calorimeter for the Compact Muon Solenoid (CMS ECAL) is an array of 100,00 crystals of Lead Tungstate assembled as a closed barrel around the interaction point of the CMS Experiment for LHC at CERN. The Calorimeter operates within the super-conducting solenoid producing a magnetic field of 4 Tesla.

The End Caps are the closing members for the cylindrical barrel. The two End Cap assemblies are identical, each being constructed of a ‘D’ shaped unit which is rigidly mounted onto ‘D’ shaped backplates cantilevered from the main body of CMS by a support ring. Each End Cap consists of approximately 7500 crystals. To ensure crystal output stability each End Cap crystal array must maintain a stable temperature environment to (0.1(C. To achieve this the crystal arrays are thermally controlled by a simple backplate cooling system.  Each crystal array is operated by its own control and readout system that also requires a separate cooling system in order to maintain an effective working temperature for the End Cap electronics. All cooling circuits for the End Cap use water at a nominal 18 degrees C as the coolant.

CMS EE End Cap – Cooling/Service requirements

· The End Cap backplate consists of eight separate serpentines with each circuit having its own input and output. Both inputs and outputs are then fixed into various bulkhead fittings/manifolds located on the support ring and services patch panel. The End Cap electronics cooling also has separate input and outputs which are then fed into their separate manifold systems internal to the End Cap. These are in turn are supplied by connections to the services patch panel fixed onto the support ring.

· The external water supply connection for all End Cap cooling systems are made around the patch panel and support ring. Due to space constraints in the region outside the patch panel and the fixed locations of the service ducts, forming a rigid and accurate pipe connection between two points will be problematic and ultimately unreliable. Therefore we must consider making the final connection between the input/output supply from the service ducts to the bulkhead fittings with a flexible link.

· Consideration must be given towards the assembly and testing of the End Cap during construction and final installation on the CMS detector. The End Cap would benefit from a closed valve/quick disconnect connector system. This type of arrangement would allow a simple and reliable system of disconnection from the cooling supply during the End Cap testing/trials and for final installation. Also the closed valve system would allow the water coolant to remain in the backplate and electronics cooling systems thus avoiding the time consuming and potential damaging situation of purging. This type of connector system is generally accepted as a reliable, easy to handle and will avoid potential damage in an area of delicate electrical and fibre optic services.

· Due to space restrictions in the End Cap patch panel area care must be taken in the selection of quick release connectors and the necessary bend radius of the flexible tube for the water supply to flow unimpeded. The design of the connector must be such as to avoid any large pressure drops in water circulation.

· As the End Cap will operate in a high radiation environment, all connector materials are to be resistant to the doses specified by the CMS project.

CMS EE End Cap – Pipe sizes and locations

· Backplate cooling – Internally the ‘D’ End Cap has 16 cooling lines at 10mm OD, 8mm ID, the material of these pipes is stainless steel. However externally there are 4 locations where two return lines are paired/manifold together. Therefore externally we have 8 flow lines and 4 return lines. Pipe diameter for the flow lines outside the EE are 10mm OD, 8mm ID. Pipe diameter for the return lines outside the EE are 14mm OD, 12mm ID. Positions of flow and return are indicated below. Maximum connector length (including minimum bend radius of flexible pipe) must not exceed 135mm.
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· Electronics cooling – There are 16 connection points per ‘D’ End Cap, 8 flow and 8 return lines. Pipe diameter inside and outside the EE is 14mm OD, 12mm ID. Internally the pipe material is stainless steel. Positions are indicated below.
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· Environmental Shield cooling – Although not included in the previous specifications, the Environmental Shield is an integral part of the End Cap. The front shield has a cooling circuit similar to that of the backplate but has only one flow and one return line. The outer shield component has a cooling system again similar to that of the backplate but in a conical form. There are two flow and two return lines for this. Due to the potential size of the quick release connectors it may not be suitable to use them due to lack of space at their locations. However again disconnect/closed valve system would be of huge benefit as again it would avoid the necessity to purge the system on disconnect during trials/installation.
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· The front shield has a pipe diameter of 12mm OD, 10mm ID. The outer shield has a pipe diameter of 14mm OD, 12mm ID, both circuits are in stainless steel.
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