             CMS EE              Signal & HT Cable Irradiations  60Co

103 kGy

	Cable

  No.
	     Cable

      Type
	Capacity    

    pF/m      

    NEW
	 Capacity

    pF/m      103kGy
	Capacity

   pF/m

 Control
	Resistance

     G(
    NEW
	Resistance

      G(
  103kGy
	Resistance

     G(
  Control

	   1
	 RG179PE     
	       70
	        70
	
	       2.8
	      2.5
	

	    2
	 RG179PE    
	        69
	       
	      70
	       4.5
	
	      4.0

	    3
	 CERN HV
	        98
	        99
	
	      1.0

       
	       1.5
	

	    4
	 CERN HV
	        98
	
	     100
	      3.0
	       
	2.5


Cables 1,3  Irradiated.

Cables 2,4  Control.

Leakage current after irradiation  = 0nA @ 2kV. (CERN HV Cable)

	Manufacturer
	Code
	Imp
	Cap
	Dielectric
	Jacket
	Conductor
	Shield
	O/D
	Price
	Type

	
	
	Ω
	pF/m
	
	
	
	
	mm
	£/m
	

	CERN 2kV
	LO-GE No461
	50
	101
	XLPE  POLYTHENE
	POLYOLEFINE
	7/0.16 Cu
	   Sn Cu
	2.85
	  0.36
	   Coax

	RS etc
	RG179PE
	75
	66
	POLYTHENE
	PVC
	7/0.1 Alloy Cu
	    Cu
	2.5
	0.31
	  Coax


